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2.2.
> T175-t3

>

>

>

> testo 175 T3: testo 175 T3

>

> /

 70°C (158 °F) 

>

>  Testo 

2.3.
> /

>
 Testo 

3

3.1.
 testo 175 



 testo 175  USB  SD
 testo ComSoft

testo 175 T1  testo 175 T2 

testo 175 T3 

testo 175 H1 
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3.2.
testo 175 T1 (0572 1751) 

 (°C/°F) 

NTC

-35 to +55 °C 

±0.5 °C (-35 bis +55 °C) ± 1 d

0.1 °C 

-35 to +55 °C 

-35 to +55 °C 

3x AAA Energizer L92  AAA 

3  15 +25 
°C

IP 65 

mm 89 x 53 x 27 mm 

130g 

ABS/PC

10s - 24h ( )

Mini-USB, SD

1

1 ,

www.testo.com.cn

2004/108/EG Norm EN 
12830



testo 175 T2 (0572 1752) 

 (°C/°F) 

NTC

-35 to +55 °C 

-40 to +120 °C 

±0.5 °C (-35 ~ +55 °C) ± 1 

±0.3 °C (-40 ~ +120 °C) ± 1 

0.1 °C 

-35 to +55 °C 

-35 to +55 °C 

3x  AAA  Energizer L92  
AAA

3  15 +25 
°C

IP 65 

mm 89 x 53 x 27 mm 

130g 

ABS/PC

10s - 24h ( )

Mini-USB, SD

1

1 ,

www.testo.com.cn

2004/108/EG Norm EN 
12830
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testo 175 T3 (0572 1753) 

 (°C/°F) 

2 x (K  T)  

-40 to +400 °C ( T) 
-50 to +1000 °C (K) 
±0.5 °C (-50 ~ +70 °C)  
± 1

± 0.7% o  (+70.1 to 
+1000 °C) ± 1 

0.1 °C 

-30 to +55 °C 

-30 to +55 °C 

3x  AAA  Energizer L92 
AAA-

3  15 +25
°C

IP 65 

mm 89 x 53 x 27 mm 

130g 

ABS/PC

10s - 24h ( )

Mini-USB, SD

1

1 ,

www.testo.com.cn

2004/108/EG 



testo 175 H1 (0572 1754) 

 (°C/°F),  (%rF /%RH/ 
°Ctd/ g/m3)

NTC ,

2x

-20 to +55 °C 
-40 to +50 °Ctd 

0 to 100 %RH ( )

±2%RH (2 to 98%RH)  
+0.03 %RH/K ± 1 digit 
±0.4 °C (-20 ~ +50 °C) ± 1 digit  
0.1 %RH, 0.1 °C 

-20 to +55 °C 

-20 to +55 °C 

3x  AAA  Energizer L92  
AAA

3  15 +25 
°C

mm IP 54 

149 x 53 x 27 mm 

130g 

ABS/PC

10s - 24h ( )

Mini-USB, SD

1

1 ,

www.testo.com.cn

2004/108/EC 
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•

•

•  LED 

•  SD 

•

•

•

•
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4.1.

1.  (1) 

2.  (2) 

3.  (3) 

4.  (4)

4.2.

 -10 °C
 AAA Energizer L92

1.

12
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2.

3.

4. AAA

5.

6.

-  rST

4.3.
 testo ComSoft 5 Basic

www.testo.com.cn

testo ComSoft 5 Basic

 testo ComSoft Professional  testo ComSoft CFR

>  CD  CD-ROM 

1.  testo ComSoft

2.  USB  USB 

3.

4.

5.  USB  Mini USB  (1) 

6.
testo ComSoft



5

5.1.
 testo ComSoft 

 0°C 
 -10 °C  2  -20 

°C  6 

testo 175 T1 

1.

2.

3.

4.

5.

6.

7.

14
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8. “ / ”

9.

>151 days 

<150 days 

<90 days 

<60 days 

<30 days  

>

10.

•

•

11.

•

•



testo 175 T2, testo 175 T3, testo 175 H1 

1.  1 

2.  1 

3.  2 

4.  2 

5.

6.

7.

8. “ / ”

9.

16
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>151 

<150 

<90 

<60 

<30 

>

10. 2  :

•

•

11. 2 :

•

•

12.

13.

14. 1 :

•

•

15. 1 :

•

•



5.2. LED 

 LED  10  30 

 LED  10  10

 LED  10

 LED /

 LED  Wait-  Rec 

 LED  Rec 

 LED
 End 

 LED  Wait 

 LED  GO 

LED

18
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5.3.

  Wait

>  [GO]  3 

-  Rec

  Wait

>  [GO]

  Rec  End

>  [GO]

  Rec

>  [GO]  3 

[GO]

-  LED 

-
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6.1.

>

>

>

>

> testo 175 T3:
 testo ComSoft

6.2.

testo ComSoft  Basic 5 
www.testo.com.cn

|

 testo ComSoft  Basic 5

20
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6.3.
 testo 175 T2

 testo ComSoft 

 testo ComSoft 

 Rec  End 

 10 



Wait 

1

 / t /

/

3  Wait 

                                                          
1
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Rec :

End :  – 

/



6.4.

1.

2.

3.

4.

5.

6.

6.5.

1.

2.  (1)

3.  (2) 

4.  (3) 

5.  (4)
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6.6.

 USB 

1.  USB  USB 

2.

3.

4.  USB  Mini-USB  (1) 

5.
 testo ComSoft

 SD 

1.

2.



3.  SD  SD  (2) 

-  - Sd (testo 175 T1)  Sd CArd (testo 
175T2 testo 175 T3 testo 175 H1)

4.  [Go]  2 

-  - CPY (testo 175 T1)  COPY (testo 
175T2 testo 175 T3 testo 175 H1)

-  LED 

-  LED
 OUT

5.  SD 

6.  SD  SD 

7.  testo 
ComSoft

7

7.1.

1.

>

2.

26
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3.

4.

5.

6. AAA

 -10 °C
 AAA Energizer L92

7.

8.

-  rST

 testo 
ComSoft

9.  USB 

10.  testo ComSoft

11.
 testo ComSoft

-



7.2.

 > 

>
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8

8.1.
/

 FULL

LED
out

SD

>  SD 

 Err

LED
out

 SD 

>  SD 

 nOdAtA
 LED Wait

>  SD 
Rec

 rST

.
>

- - - - >  Testo 

 Testo 
 www.testo.com.cn



8.2.

0554 1702 

 testo 175 
Mini USB 

0449 0047 

 SD 0554 8803 

 -10 °C  AAA
 Alkali Mangan

0515 0009 

 -10 °C 
AAA  Alkali Mangan

0515 0042 

CD testo ComSoft Professional 0554 1704 

CD testo ComSoft CFR 0554 1705 

ISO
11.3%RH 50.0 %RH 75.3%RH

+25°C/+77°F /

0520 0076 

ISO  - 

18°C 0°C +40°C /

0520 0153 
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